
Frequency response 65Hz-20kHz, (±3dB) 

impedance 8 Ohms 
Output SPL 89dB 1M/1W 
Output Max SPL 111dB 
RMS 30 watts 
PAK 60 watts 
Dante power 2x30 watts 
Transmission speed 100M/1000M bps 
Installation Embedded/hanging 
Power supply RJ45, 802.3af/802.3at/802.3bt compatible 
Installation depth 246mm round hole, 197mm depth 
Bass 6.5-inch (polypropylene) composite body + NBR rubber 
Tweeter 1-inch silk membrane, neodymium magnet, 360-degree rotatable

Audio input interface Input: RJ45 Output: Phoenix port (connect slave speaker-ALFC-
657-DS)

Cabinet Iron grille + Iron engineering Material 
Product weight 3.15kg 
Accessory Safety cable, Cut Out Template
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Frequency response 65Hz-20kHz, (±3dB) 

impedance 8 Ohms 
Output SPL 89dB 
Output Max SPL 111dB 
RMS 30 watts 
PAK 60 watts 
Installation Embedded/hanging 
Installation depth 246mm round hole, 197mm depth 
Bass 6.5-inch (polypropylene) composite body + NBR rubber 
Tweeter 1-inch silk membrane, neodymium magnet, 360-degree rotatable
Audio input interface Phoenix PIN port, gets power from first Dante speaker-ALFC657-

D 
Cabinet Iron grille + Iron engineering Material 
Product weight 2.9kg 
Accessory Safety Cable
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