
Solution 1 – Medium Meeting Room with wired connectivity (8 – 12-Seater)
MIC CABLEHDMI / USBC USB SPEAKER CABLE NETWORK



The Solution:
The AV solution has been designed to meet the needs of a medium size meeting 
space with hard wired and wireless capabilities, as well as audio and microphones 
for conferencing solutions.

The use of the ALF-SCK51TS-D Seamless Presentation switcher allows for 
hardwired connections for the users of the board room. They can connect to their 
laptop using the ALF-TSC6 table box with either HDMI and USB or USBC which is 
connected to the inputs on the ALF-SCK51TS-D. By connecting via USBC or HDMI 
and the USB Host the participants of the boardroom will have the use of the 
USB peripherals, the ALF-5X-CAM and the ALF-BM10B microphones.

The ALF-5X-CAM is used for conferencing purposes with its full HD sensor and a 5x
optical lens for medium spaces. It is connected to the network for control, and via 
USB to the ALF-SCK51TS-D.

The ALF-DSP44-U is connected to the SCK51TS-D via USB and is used for the 
audio management of the system including the three ALF-BM10-B boundary 
microhphones and audio from the video conference. This is sent to the 
ALF-MA15075D amplifier. The amplifier is sending audio back to the room 
through the 4x ALFC-406 ceiling speakers in the room.

Bill Of Quantity:
Audio

3x Alfatron ALF-BM10B

1x Alfatron ALF-DSP44-U

1x Alfatron ALF-MA15075D

4x Alfatron ALFC-406

Video

 1x Alfatron ALF-TSC6

1x Alfatron ALF-SCK51TS-D

Camera

1x Alfatron ALF-5X-CAM

1x Alfatron ALF-10M-U3.0


